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SUMMARY  
The final Master’s degree project examines existing wireless sensor nodes and presents two 
unique and innovative types of piezoelectric generator – low-frequency for rotating tool, and high-
frequency for non-rotating tool. Energy storing and transforming subsystems were perfected and an 
architecture and algorithm were suggested. Wireless sensors were successfully integrated in cutting and 
milling tools and naturals experiments were performed. Analysis of variance was performed in order to 
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SANTRAUKA 
Baigiamajame Magistro projekte buvo nagrinėjami egzistuojantys bevieliai jutiklių mazgai ir 
pristatyti unikalūs ir inovatyvūs piezoelektriniai generatoriai – aukštų dažnių generatorius 
nesisukančiam įrankiui ir žemų dažnių generatorius besisukančiam įrankiui. Energijos kaupimo ir 
transformavimo posistemės buvo ištobulintos, bei joms pasiūlyta architektūra ir algoritmas, energijos 
kiekio sąnaudų optimizavimui. Autonominiai bevieliai sensoriai sėkmingai integruoti į frezą ir tekinimo 
peilį, atlikti natūriniai bandymai. Dispersinė analizė atlikta norint nustatyti kaip mechaninio apdirbimo 
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Industrial metal processing machines consume enormous amounts of energy. However, they 
also generate a lot of energy in vibration and heat forms which can be harvested and stored. This energy 
can be used for machine itself or tools’ diagnostic. 
Sensing-diagnostic nodes could be working completely autonomously without external energy 
sources, or could benefit from prolonged life time of batteries, due to harvested energy. It depends on 
amount of harvested energy which depends on the location of the node. Thus these sensing-diagnostic 
nodes must have a subsystem which could harvest electric energy, transform and store it.  
The aim of this paper is to develop wireless sensors for monitoring tool condition during milling 
and turning operations. 
The tasks carried out to implement the aim of the project: 
1. Selection of energy harvesting mechanism for machining processes. 
2. Development of piezoelectric generator for wireless sensor. 
3. Development of architecture and algorithm of wireless sensor electronics 




1. WORLDWIDE ACHIEVEMENTS IN ENERGY SOURCES FOR WIRELESS 
SENSORS NETWORKS (WSNs) 
 
A wireless sensor node usually is powered by battery and is constructed for four main tasks: 
sensing, data gathering, localized calculations, and wireless communication. A power generator which 
harvests energy from surrounding environment of the sensor can possible be used to recharge battery or 
autonomously power the sensor node. A common wireless sensor node can be seen in Fig. 1.1, with each 
block showing a subsystem with its own power requirements. 
 
 
Fig. 1.1 Wireless sensor node with its subsystems 
 
The subsystems in Fig. 1.1 basically show energy using components of the sensor node based 




Fig. 1.2 Power consumption distribution for wireless sensor node 
 
1.1. Piezoelectric energy harvesting from vibrations 
 
Piezoelectricity origins from the Greek word “piezo” which stands for pressure and the word 
“electric” for electricity. The direct piezoelectric effect occurs when a force or stress is applied to a 
piezoelectric material which leads to an electric charge being induced across the material. Conversely, 
if charge or electric field is applied to the same material it will result in change in strain or mechanical 
deformation. This is called as the indirect piezoelectric effect. In energy scavenging the direct 
piezoelectric effect is implemented. Examples of ceramics which demonstrate piezoelectric effect are 
lead-titanate (PbTiO2), lead-zirconate (PbZrO3), lead-zirconate-titanate (PZT), and barium-titanate 
(BaTiO3). Up to now, PZT is the most often used piezoelectric material, essentially because it has high 
electromechanical coupling ability. However, PZT is a very fragile material. Thus this gives limitations 
to the strain that it can safely withstand without being damaged. Also it gives some boundaries to 
dimension. Polyvinylideneflouride (PVDF) is another common piezoelectric polymer which is more 




Fig. 1.3 Common piezoelectric energy harvesting system 
 
When harvesting energy from mechanical vibration with piezoelectric, usually a mass is fixed 
at end of a beam which is covered with piezoelectric layer on top. When a system vibrates, the 
piezoelectric lever is mechanically deformed and a voltage is generated. The most popular energy 
harvesting elements are cantilever structures that are principally designed to operate at their resonance 
frequencies. Structures like these composed of unimorph or bimorph cantilevers are favored because 
they can withstand relatively high stresses in the piezoelectric material while reducing the dimensions 
of the device [1, 2, 3, 4]. Fig. 1.3 demonstrates such system created of a piezoelectric piece which is 
fixed to the cantilever beam face, which is affected by vibration. An alternating voltage (AC) is generated 
between the electrodes of piezo element when the cantilever is excited by mechanical vibration. Interface 
circuit transforms AC voltage into DC and stabilizes it in order to store harvested energy and use for 
other electronics. A summary of MEMS energy harvesters is given in Table 1.1 [5, 6]. 
 








AIN and PZT MEMS 
devices. 
Piezoelectric generator 
located on top of a beam, 
piezoelectric layer 
sandwiched between top 






MEMS device based on 
thin film PZT 
cantilevers, 
Cantilever size: length = 
13.5 mm, width = 9 mm, 





2.4 V with 5.2 MΩ 
load, 1.01 μW 
[8] 
PZT-based MEMS with 
interdigital electrodes 
Cantilever size: length = 
3.000 μm, width = 
1.500 μm, thickness = 
22 μm 





PZT harvesters and 
MEMS technology 
Device packaged using two 
wafers 
1.8 kHz 40 μW [10] 
Thin film PZT-based 
MEMS power generator 
array for vibration 
energy harvesting, 
operating in d31 mode 
Cantilever size: 2.000–
3.500 μm, width = 750–
1.000 μm 
226–234 Hz 3.98 μW;  
3.93 V 
[11] 
Thick film PZT free 
standing energy 
harvester operating in 
d31 mode 
Cantilever size: length = 
13.5 mm, width = 9 mm, 
thickness = 192 μm 
229 Hz 270 nW at 9.81 m/s2; 
130 V 
[12] 
Two layered PMNZT 
bender devices for 
micropower generation 
Cantilever size: length = 






devices for energy 
harvesting 
10 cantilevers on both sides 
of ridge, 5 of them are 
placed with tip mass 
alternately: length = 
5.74 mm, width = 4 mm 
870 Hz 1.13 μW at 870 Hz 
through 288.5 kΩ, 




PZT cantilever with 
micromachined Si proof 
mass based on SOI 
Device volume (mass and 
beam) ~0.7690 mm3 
183.8 Hz 0.32 μW with 





MEMS PZT thin film 
energy harvester based 
on d33 mode 
800 × 100 μm2 cantilever 
with 10 μm thickness, proof 
mass of 1000 × 1000 × 
500 μm3 
528 Hz 1.1 μW with 2.2 MΩ 
load; 4.4 operating at 
vibration of 0.39 g. 




harvesters based on 
Aluminum nitride 
(AIN) 
Cantilever devices: length = 








1.2. Commercially available mechanical energy harvesters 
 
There are four possible vibration energy harvesting systems – electromagnetic, piezoelectric, 
electrostatic and magnetostrictive. Table 1.2 compares principal features of energy harvesting systems 
[18]. There are no commercially available electrostatic or magnetostrictive based mechanical energy 
harvesters. But piezoelectric and electromagnetic devices are common to harvest vibration energy.  
 
Table 1.2 Types of energy harvesting systems [18] 
Type Advantages Disadvantages 
Electromagnetic 
No need of smart material Bulky size: magnets and pick-
up coil 
No external voltage source Difficult to integrate with 
MEMS 
Max. voltage of 0.1 V 
Piezoelectric 
No external voltage source Depolarization 
High voltages of 2–10 V Brittleness in bulk piezolayer 
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Compact configuration Poor coupling in piezo-film 
(PVDF) 
Compatible with MEMS Charge leakage 
High coupling in single crystals High output impedance 
Electrostatic 
No need of smart material External voltage (or charge) 
source 
Compatible with MEMS Mechanical constraints needed 
Voltages of 2–10 V Capacitive 
Magnetostrictive 
Ultra-high coupling coefficient 
>0.9 
Nonlinear effect 
No depolarization problem Pick-up coil 
High flexibility May need bias magnets 
Suited to high frequency 
vibration 
Difficult to integrate with 
MEMS 
 
Products from major market players: 
1. MicroGen Systems’ BOLTTM family of piezoelectric vibration energy harvesters 
 
 
Fig. 1.4 Piezoelectric vibration energy harvester from MicroGen systems [20] 
 
Description [19]: 
 Piezoelectric energy generator based on microelectromechanical system (patent 
pending); 
 Waste Electronic and Electrical Equipment (WEEE) compliant; CMOS compatible; 
 Compliant with European Union's (E.U.) Restrictions on Hazardous Substances 
(RoHS); 
 MicroGen Systems offer harvesters with natural operational frequencies of 100, 120, 
and 600 Hz. However, they can also make custom design that operates in frequency 
100-1500 Hz. 
 Single vibrational axis; 
 Output voltage (open-circuit) is more than10 V, with output power of 25-100 µW when 






2. MicroStrain® piezoelectric energy harvesters (PVEHTM) 
 
 
Fig. 1.5 Piezoelectric vibration energy harvester from MicroStrain® [21] 
 
Description [21]: 
 Factory tuning is done by changing concentrated intertial mass and/or stiffness of a 
precision micro-machined frame, which resonates a piezoelectric stack in compression 
to create energy. 
 Integrated 4-pin connector provides simple connection to sensor and flexibility for 
additional storage capacity. 
 Stable DC power is provided using innovative power conversion micrlectronics and a 
super capacitor for power storage.  
 Output voltage (VDC) is 3.2 V, with output power of 30 mW when excited with 1.5g at 
1000 Hz. 
 
3. Midé VoltureTM piezoelectric energy harvesters 
 
Fig. 1.6 Piezoelectric vibration energy harvester from Midé VoltureTM [23] 
 
Description [22] 




 Available in different sizes to match required resonance frequency (50 Hz to 150 Hz). 
 Output voltage (open-circuit): 12.8 V, output power: 1.7 mW at 1g, 180 Hz. 
 
4. ARVENI piezoelectric mechanical energy harvester 
 
 
Fig. 1.7 Piezoelectric vibration energy harvester from ARVENI [24] 
 
Description [24]: 
 Arveni – the biggest adopter of energy harvesting technologies so far. 
 Energy harvesting from a button pressure (switching operation). 
 Applications: remote controls, wall switches for home automation and building 
infrastructure. 
 High reliability, green technology, require no maintenance. 
 A specific DC/DC interface has been designed in order to have the biggest yield as 
possible. 
 Output power: 200 mW at 0.5g, 50 Hz. 
 
5. CEDRAT vibration energy harvesters based on Amplified Piezoelectric Actuators (APA®) 
 
Fig. 1.8 Piezoelectric vibration energy harvester from CEDRAT [25] 
 
Description [25]: 
 Suitable for harsh industrial environment. 
 Custom-built AC-DC & DC-DC electronic converter. 




6. EnOcean electrodynamic mechanical energy harvester 
 
Fig. 1.9 Electrodynamic vibration energy harvester from EnOcean [26] 
 
Description [26]: 
 Energy from a switching operation (button pressure). 
 Typically, can withstand more than 300k switching cycles at 25 °C. When in optimized 
applications more than 1M cycles are possible. 
 Output energy: 120-210 µJ at 2 V. 
 
7. Perpetuum electromagnetic vibration energy harvesters  
 
Fig. 1.10 Electromagnetic vibration energy harvester from Perpetuum [27] 
 
Description [27]: 
 Has hazardous zone certifications: FM, CFM, ATEX and IECEx. Performs in the 
harshest of industrial fields. 
 Combines electromagnetic vibration energy harvester with intelligent power 
management. 
 A maintenance-free, fit and forget wireless power solution. 
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 6 commercial models are available with frequencies: 25Hz, 30Hz, 50Hz, 60Hz, 100Hz, 
120Hz. 
 Output voltage: 5 V, output power: 27 mW. 
 
8. FERRO SOLUTIONS electromagnetic vibration energy harvesters 
 
Fig. 1.11 Electromagnetic vibration energy harvester from FERRO SOLUTIONS [29] 
 
Description [28]: 
 Energy harvesting devices based on unique combinations of magnetic materials and 
patent-pending designs 
 Operational frequencies vary from 20 to 120 Hz. 




2.  ENERGY HARVESTING FROM CUTTING TOOL VIBRATION 
 
2.1. Piezoelectric transducer for turning tool 
 
Piezoelectric energy harvesters are most efficient while working in their resonance modes. 
Highest energy amount will be harvested if industrial processing machine tool and piezoelectric energy 
generator will have same resonance frequency. Before installing piezoelectric energy generator on 
turning tool it is necessary to determine mechanical vibration frequency of the tool. For this reason, 
experimental stand was created (Fig. 2.1). At the end of cutting tool 1 accelerometer 4 is fixed which is 
connected to oscilloscope 5 and computer 6. 
 
Fig. 2.1 Frequency measuring scheme for turning tool. 1 – cutting tool; 2 – energy harvesting element; 
3 – workpiece; 4 – accelerometer KD 91; 5 – oscilloscope; 6 – computer; L – length of free end of 
shank [34].  
 
Cutting tool impact experiments was carried out in order to excite resonance frequency 
vibration. Fig. 2.2 demonstrates turning tool impact test results. When the length of the free end is 
𝐿 = 42 𝑚𝑚 – the resonance frequency of cutting tool is equal to 4139 Hz. More tests were done with 
turning lathe while changing length of free end of the shank. Experiments showed that cutting tool 
resonance frequency changes from 3.5 kHz to 5.6 kHz when changing length of free end of shank from 







Fig. 2.2 Cutting tool impact test when free end of a shank is L=42 mm 
 
Worldwide there are manufacturers who offers piezoelectric cantilevers for mechanical energy 
harvesting. However, cantilevers have all series lower natural frequencies compared with turning tools. 
From various piezoelectric transducer experiments it was determined that piezoelectric cantilever won’t 
be solution for high frequencies. In order to get resonance frequencies of few kHz series cantilever 
should have stiff structure or length of it should be reduced. But this would give low amplitudes which 
leads to low electric energy generation.  
 
2.2. Piezoelectric transducer for milling tool 
 
There are two major groups of tools used in manufacturing processes, non-rotating such as 
turning tools and rotating such as milling tools. Turning tool, because of elastic deformation created by 
cutting force, operates at frequencies from 3.5 kHz to 5.6 kHz. However, excited vibrations with rotating 
milling tool does not relates with elastic properties. In order to evaluate possibility of generating enough 
electric energy from mechanical vibration of rotating tool, the authentic wireless signal transmitter (Fig. 
2.3, a) was created. Signal transmitter consists of accelerometer, power source and wireless transmitter. 








Fig. 2.3 General view of wireless accelerometer for rotating tool (a) and receiver (b) [35] 
 
For identification of frequencies which would be efficient for generating electric energy, 
created wireless accelerometer (Fig. 2.3, a) was fixed on rotating end mill. End mill was working on 
steel workpiece in zig-zag principle with cutting feed of 600 mm/min, depth 1mm and rotating speed 
3200 rpm (Fig. 2.4). 
 
Fig. 2.4 End mill cutting path 
 
Experiments was carried out with four teeth end mill at rotating speed of 3200 rpm. Milling 
process can be characterized as interrupted cutting. Accelerometer’s data shows that the collisions of 
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end mill tooth and workpiece occurs every 6.7 ms. This gives us frequency of 150 Hz which is close to 
natural frequency of piezoelectric cantilever.  
 
Piezoelectric transducer CMBP04 from Noliac was chosen. It is bimorph cantilever which 
converts bending moment into electric signal and is used when small acting forces creates high enough 
deformations. Such wireless energy generator architecture is shown in Fig 2.5 [35]. 
 
 
Fig. 2.5 Architecture of wireless energy generator: 1 – piezoelectric bimorph cantilever, Noliac CMBP 
family; 2 – concentrated inertial mass; 3 – connection unit; 4- microcontroller; 5 – storage device; 6 – 
wireless transmitter [35] 
 
In order to increase generated energy amount and sensitivity of piezoelectric transducer 1, 
concentrated inertial mass 2 is fixed at the end of beam. Cantilever’s vibration 𝐹𝑘(𝑡) can be adjusted by 
changing weight of concentrated inertial mass making it closer to exciting vibration frequency 𝐹𝑝(𝑡). 
Also, Noliac CMBP family piezoelectric transducer is composed of two layers, so its resonance 















Fig. 2.6 Amplitude-frequency characteristic of piezoelectric cantilever without concentrated inertial 
mass when shunt resistance is infinite (continious line - open circuit) and when one piezoelectric layer 
is shunted (dash line) 
 
These self-powered wireless innovative devices let to carry out experiments while testing three 
most often used materials in practice of manufacturing – stainless steel, steel and aluminium alloys. 
While identifying rotating and non-rotating tools’ degree of wear it was determined that tool’s wear is 
indirectly proportional to the time needed to fully charge capacitor up to 2 volts using tool’s vibrations. 
When capacitor is fully charged the wireless transmitter send signal to receiver. In such way tool 

























3. ELECTRIC ENERGY HARVESTING AND STORAGE DEVICE COMPONENTS 
 
There are various ambient energy sources for harvesting electricity using electromagnetic 
wave’s energy, sun power, heat (thermoelectric), mechanical (vibration), electrostatic energy. One of 
the objectives of this work is to create innovative self-powered wireless sensor for industrial machine 
condition monitoring and failure diagnostics. It also includes tool’s wear condition monitoring which is 
important for obtaining higher quality of a product and reducing chances of failure. These sensors need 
to be placed directly on tool, thus energy harvesting and storage components need to be fixed on same 
tool. 
For turning tool, it is possible to transform heat or vibration energy into electrical. Heat energy 
transformation into electrical energy is alternative energy source because during metal cutting process 
tip of a chip heats up too few hundreds degree of Celsius. Of course further we go from the tip of a chip 
the temperature drastically gets low but it is possible to get temperature differences of few dozen degree 
of Celsius. However, this principle was rejected because modifications of a tool would be needed. Fig. 
3.1 shows position of an energy harvesting system on a cutting tool shank. 
 
 
Fig. 3.1 Energy generation element position on a turning tool scheme: 1 - cutting tool; 2 - energy 
generator; 3 - workpiece 
 
For energy harvesting and storing it is required to have energy generating, changing, 
transforming, stabilizing and storing elements, also components for protecting from overvoltage. 
Structural scheme of designed system is shown in Fig 3.2. In general case energy transducer or energy 
harvesting element is any energy transducer which transforms mechanical energy into electrical. In 
relatively low frequencies (few hundreds Hz) either electromagnetic or piezoelectric energy generators 
of cantilever form, or even hybrid, are being used [30]. All energy transducers have highest efficiency 






Fig. 3.2 Components of energy generating and storing elements: 1 - energy transducer; 2 - diode 
bridge rectifier; 3 - guard element; 4 - voltage conversion and stabilization chip; 5 - energy storage 
unit; 6 - powered electronics [34] 
 
Transducer 1 generates alternating voltage (AC), thus it is necessary to have diode bridge 
rectifier 2 to convert it into direct current. In such bridge usually Schottky diodes are used because they 
are faster, have lower voltage loss (about 0.3 V) and they work better in high frequencies compared with 
common diodes. Element 3 protects system from overvoltage, commonly it is stabilitron (stabilizing 
diode). Element 4 is a chip which increases and stabilizes voltage according to requirement of electronics 
which will use it. In market there are already assembled chips with integrated few electronic elements 
which are mention above. Sometimes even all needed elements are assembled into one frame. 
Energy storage unit can be standard rechargeable batteries, lithium batteries, thin film flexible 
batteries or supercapacitors, depending on needed amount of energy, space available and required 
voltage. 
Latest electronic components to which generated and stored energy is supplied usually is fed 
with voltage 1.8 V – 3.6 V. Thus if energy transducer generated voltage amplitude is equal or more than 
5 V, step-down chips are used to transform voltage into needed for powered electronics, e.g. 3 V. If 





4. PIEZOELECTRIC ENERGY TRANSDUCER 
 
Piezoelectric energy generator has to operate at its natural frequency mode. Worldwide there 
are many manufacturers who offer piezoelectric cantilever transducer for converting mechanical energy 
into electric energy. Previous test shown that piezoelectric transducer for turning tool should be bimorph 
piezo disk (Fig 4.1). The selected piezo element is used as buzzer while fixed in all perimeter and has 
resonance frequency in needed diapason (2.5…5.6 kHz). Also, price of such elements are very small 











Fig. 4.1 General view of selected piezo disk - a; dimensions - b 
 
Experiments were performed testing first mode resonance frequency of same type piezo disks 
when they were fixed with all perimeter in constructed housing while vibrating on electrodynamic stand 
(model 1072, RFT, Germany). After testing five transducers of the same type it was determined that 
distribution of resonance frequency is significant 3.9…4.5 kHz. There are some reasons for such 
distribution: 
 dimension tolerances of transducers i.e. brass disk and piezo material thickness and 
diameter deviations – tolerances; 
 concentricity of brass disk and PZT layer; 
 layer thickness of glue between brass disk and piezo material; 
 place of wire soldering and amount of solder used; 
 amount and type of glue used to fix transducer to housing. 
 
All reasons mentioned above makes smaller or bigger influence on resonance frequency which 
leads to significant distribution of frequencies. Piezoelectric transducer which is fixed in housing with 
cyanoacrylate glue frequency characteristics shown in Fig. 4.2, b. There are two possible solutions when 




 choose transducers which has same frequency or at least it is close enough; 
 add concentrated mass at those transducers which have higher resonance frequencies. 
 
Since transducers has to work at resonance regimes, their resonance frequency has to coincide 
with the turning tool first mode resonance. That’s why analysis of disc transducer first mode resonance 
frequency was performed. Transducers were fixed in made casing and excited on electrodynamic stand 
(model 1072, RFT, Germany). Electrodynamic stand and transducer frequency characteristic is shown 

















Fig. 4.2 Electrodynamic stand (a) and piezoelectric generator (b) amplitude frequency characteristics. 












5. CONNECTING ENERGY TRANSDUCERS IN SERIES 
 
When voltage is low and selected electronics used more than 5 volts, it is possible to connect 
few piezo generators in series. This way voltage is increased, but capacity is reduced. Energetically it is 
not a loss because when two elements are connected in series, their capacity reduces by half and voltage 





∙ 𝐶 ∙ 𝑈2 (1) 
 
where, E – generated energy by piezoelectric material, J; C – electric capacity of piezoelectric 
material, F; U – voltage generated by piezoelectric material, V. 
 
 
















Fig. 5.2 Piezoelectric transducer vibration amplitudes when turning aluminium with tool shank length 
L=35 mm 
 
It is necessary to know that phase frequency characteristic at resonance frequencies rapidly 
changes, thus when working with few transducers, working regime of a tool must be selected in such 
way that tool’s resonance frequency won’t be higher than transducer’s which has lowest. Otherwise, 
transducers won’t work in same phase and harvested energy amount will be lower. Mechanical 
construction which connects transducers in series has to be nonconducting or points where transducers 
are fixed have to be isolated. 
 
Case  
Fig. 5.3 Transducers position in case and their connection in series 
 
Energy conversion subsystem was realized in order on convert generated electricity with energy 
transducer, into voltage that could be used by microcontroller (Fig. 5.4, 5.5). First transducer – piezo 
generator converts mechanical vibration energy into electric energy, which is alternating current (AC) 
and can have quite high amplitudes. Created subsystem is second transducer which converts AC to direct 
current (DC) and stabilizes it. Output voltage can be configured (1.8 V, 2.5 V, 3.3 V, 3.6 V). This 
transducer is designed using Linear Technology LTC3588-1 chip which has integrated full wave diode 




Fig. 5.4 Created energy conversion subsystem 
 
 
Fig. 5.5 Electric scheme of energy conversion subsystem 
 





∙ 𝐶 ∙ 𝑈2 =
1
2
∙ 7 ∙ 10−9 ∙ 62 = 1.26 ∙ 10−7𝐽. (2) 
 








= 0.126 𝜇𝑊. (3) 
 
Energy conversion subsystem working principle is presented with removed signals while 
charging capacitor of 100 µF (Fig 5.6). When output voltage reaches target voltage (in this case 2.5 V), 











6. ENERGY TRANSDUCER INTEGRATION INTO CUTTING TOOL STRUCTURE 
 
Two types of piezoelectric energy transducers were created. First one with disk form piezo 
transducer which natural frequency of first mode is around 4000 Hz (Fig. 6.1). Second one with 






Fig. 6.1 Integration of wireless energy transducer on cutting tool structure: a - energy harvesting and 
storing subsystems; b - data processing and transmitting subsystems 
 
Energy generating and storing subsystems are fixed on bottom of cutting tool (Fig 6.1, a). On 





Fig. 6.2 Wireless energy generator with cantilever form piezo transducer general view [35] 
 
Wireless energy transducer mounting scheme on rotating tool is presented in Fig. 6.3. 
 
Fig. 6.3 Energy generator mounting scheme on milling tool: 1 – tool holder; 2 – mill; 3 – workpiece; 4 
– wireless energy transducer. 
 
For both cases device electronic parts architecture is presented in Fig 6.4. Advanced 
architecture includes ULP voltage detector which reduces energy consumption during microcontroller 
start-up processes. Algorithm of created wireless sensor node is shown in Fig 6.5. 
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7. CREATED WIRELESS SENSOR NODES NATURAL TESTS 
 
In order to confirm assumption that tool wear has indirect proportion to time needed to charge 
capacitor tests were carried out with new and blunt tools. All tests were performed with same cutting 
regimes. 
 
Turning with buzzer type harvester. 
Table 7.1 Data provided by sensor when turning with new tool without coolant 
New cutting tool. Turning without coolant 
Time Period of timer Period (s) Temperature (°C) 
- - - - 
Only one signal was received after ~35s, i.e. at the end of turning process. 
 
Table 7.2 Data provided by sensor when turning with blunt tool without coolant 
Blunt cutting tool. Turning without coolant 
Time Period of timer Period (s) Temperature (°C) 
10:24:16.477    39 
10:24:20.125 1800 3.6 39 
10:24:23.605  1851 3.702 40 
10:24:34.609  5637 11.274 39 
Four signals were transmitted. Time between signals varies from 3.6s – 11.2s. 
 
Table 7.3 Data provided by sensor when turning with blunt tool with coolant 
Blunt cutting tool. Turning with coolant 
Time Period of timer Period (s) Temperature (°C) 
10:26:08.985    39 
10:26:35.315  13478 27 36 
Two signals were transmitted. Time between signals – 27s 
 
Milling with cantilever type harvester when changing processing speed –  1600 rpm and 3200 
rpm. Tool was used same in both regimes. 
Table 7.4 Data provided by sensor when milling at 1600 rpm 
Milling at speed 1600 rpm. 
Time Period of timer Period (s) Temperature (°C) 
10:36:35.905   25 
10:36:55.928 10256 20.512 25 
10:37:15.438 9986 19.972 25 
10:37:38:556 11459 22.918 25 
10:37:54.154 8362 16.724 26 





Table 7.5 Data provided by sensor when milling at 3200 rpm 
Milling at speed 3200 rpm. 
Time Period of timer Period (s) Temperature (°C) 
10:39:20.121    28 
10:39:44.884  12679 25.358 27 
10:40:04.263  9923 19.846 26 
Three signals were transmitted. Time between signals varies from 19.8s – 25.4s. 
 
These tests confirmed that tool wear has indirect proportion with time needed to charge 
capacitor and milling regimes do not have high influence on time needed to charge capacitor. 
For determining milling tool chip wear condition and more sophisticated experiment was 
implemented. CNC milling lathe and additional measuring equipment was used in experiment. General 
view of milling lathe and experimental equipment is shown in Fig 7.1. Experimental stand consists of 
CNC milling lathe Optimum Optimill F150 with SIEMENS Sinumerik 828D control block and Shopmill 
software; four teeth end mill 𝐷 = ∅50𝑚𝑚 Walter Xtra-tec F4041 with changeable carbide inserts 
WKP35 and SK40 tool holder fixed in spindle; mill vibration sensor-power generator with integrated 
wireless transmitter fixed to end mill; steel 1.0037 workpiece fixed in clamps of lathe; Laptop with 
Docklight v1.9 software (Fig. 7.2) which receives and registers signal from sensor node through wireless 
receiver; surface roughness measurement device Mitutoyo SJ-201 which measures surface quality. 
 
 
Fig. 7.1 Experimental equipment: 1 - CNC milling lathe Optimum Optimill F150; 2 - four teeth end 
mill; 3 - wireless sensor node; 4 - steel workpiece 1.0037; 5 - laptop with software; 6 - wireless 













Fig. 7.2 General view of data received from wireless sensor node during milling operation 
 
Experiments were performed with different spindle rotation speed n, feed Sz and cutting depth 
ap, until laptop receives signal from wireless sensor. Than surface quality is determined by measuring 
three times and calculating arithmetical average value. Tool wear was studied with tool presetter and 
measuring machine Zoller Smile v300 (Fig. 7.3). 
 
 
Fig. 7.3 Blunt tool measuring device Zoller Smile v300 
 







Fig. 7.4 Charging time and feed relation graphs when spindle speed n and cutting depth ap are 
constant: a - n=1000rpm, ap=2mm; b - n=1000rpm, ap=3 mm 
 
Graphs (Fig. 7.4 a, b) show that increase in tool insert wear leads to less time needed to charge 





































































8. EXPERIMENT RESULTS STATISTICAL ANALYSIS 
 
8.1. Variance analysis for turning operation 
 
Turning tool identification signal formation interval of time, informing about the state of wear 
of the tool depends on several factors, most important of them are following: machined materials, speed 
(rpm) and feed rate (mm/rev). Statistical experiment consists of these three factors. Aim of experiments 
is to determine how these factors influence tool identification signal formation time interval. Experiment 
was carried out with three materials (steel 1.0037 – St37-2/S235JR and stainless steel 1.4057 and 
aluminium alloy), two speed values (low level 600rpm and high level 1000 rpm), two feed values (low 
level 0.1mm/rev and high level 0.2mm/rev). Statistical experiments were performed using a three-level 
two-factor ANOVA statistical method in order to determine dispersion analysis of the test results. The 
variance analysis provided following results of calculations: the sum of squares (Sum Sq.), their degrees 
of freedom (d.f.), mean sum of squares (Mean Sq.), F-statistic and its P-value. If P exceeds selected level 
of significance α, the null hypothesis does not object, i.e. it says that “on the basis of experimental data 
do not have grounds to state that factor makes effect on measuring variable”. If 𝑃 ≤ 𝛼, then the null 
hypothesis is rejected, i.e. we affirm that “factor makes effect on measuring variable”. Turning analysis 
results presented in Fig 8.1. 
 




As seen from the results, in this case, three factors – the material being processed, speed and 
feed – influenced the identification signal formation time interval, because P value is less than 0.05. 
However, in this case, statistically highest impact has type of machines material. Factors relation has not 
statistical effect on identification signal forming time interval duration.  
Multiple comparison of population marginal means for cutting is presented in Fig 8.2, in which 




Fig. 8.2 Multiple comparison of population marginal means for cutting process 
 
During analysis material 1 and material 2, respectively are stainless steel 1.4057 and steel 
1.0037 which has similar physical properties. Meanwhile material 3 – aluminium alloy, which has 
different properties thus marginal mean is higher. Despite that, materials have significantly different 
marginal means, previous experiments showed that identification signal forming time interval duration 
is highly dependable on machined material. Thus, as distinctive attribute, operator would need to select 






After fulfilling all the established goals which were set in order to implement the final Master’s 
project the following conclusions are listed below. 
1. After several experimental tests with piezoelectric transducers, two piezoelectric generator 
designs were realized: i) generator with high-frequency disk transducer, adapted to work on 
turning (non-rotating) tool; ii) generator with low-frequency cantilever transducer, adapted 
to work on milling (rotating) tool. 
2. Piezoelectric generators were successfully integrated into wireless sensor nodes. Wireless 
sensor energy storing/transforming subsystem electronic architecture was perfected. 
3. The proposed wireless sensor node architecture allowed to accumulate energy from very 
small sources, excite an embedded micro-systems and wirelessly transmit a signal without 
any additional power source. 
4. Constructed innovative wireless multi-sensory diagnostic equipment (autonomous wireless 
sensor nodes and wireless receiver) was successfully. 
5. Created devices were used to identify turning and milling tools wear condition. The 
proposed method is based on statistical analysis of generator signal interval duration values.  
6. Performed variance analysis showed that during turning operation, statistically most 
influential factor as what type of material is processed. Thus, as distinctive attribute, 






1. G. K. Ottman, H. F. Hofmann, A. C. Bhatt, and G. A. Lesieutre, “Adaptive piezoelectric energy 
harvesting circuit for wireless remote power supply,” IEEE Transactions on Power Electronics, vol. 
17, no. 5, pp. 669–676, 2002. 
2. S. Roundy, P. K. Wright, and J. Rabaey, “A study of low level vibrations as a power source for 
wireless sensor nodes,” Computer Communications, vol. 26, no. 11, pp. 1131–1144, 2003.  
3. S. R. Anton and H. A. Sodano, “A review of power harvesting using piezoelectric materials (2003-
2006),”Smart Materials and Structures, vol. 16, no. 3, article R01, pp. R1–R21, 2007. 
4. K. A. Cook-Chennault, N. Thambi, and A. M. Sastry, “Powering MEMS portable devices—a review 
of non-regenerative and regenerative power supply systems with special emphasis on piezoelectric 
energy harvesting systems,” Smart Materials and Structures, vol. 17, no. 4, Article ID 043001, 2008. 
5. E. Lefeuvre, G. Sebald, D. Guyomar, M. Lallart, and C. Richard, “Materials, structures and power 
interfaces for efficient piezoelectric energy harvesting,” Journal of Electroceramics, vol. 22, no. 1–
3, pp. 171–179, 2009. 
6. R. Bogue, “Energy harvesting and wireless sensors: a review of recent developments,” Sensor 
Review, vol. 29, no. 3, pp. 194–199, 2009. 
7. A. Schmitz, T. Sterken, M. Renaud, P. Fiorini, R. Puers, and C. van Hoof, “Piezoelectric scavengers 
in MEMS technology fabrication and simulation,” in Proceedings of the 5th International Workshop 
on Micro and Nanotechnology for Power Generation and Energy Conversion Applications 
(PowerMEMS '05), pp. 61–64, Tokyo, Japan, November 2005. 
8. W. J. Choi, Y. Jeon, J. H. Jeong, R. Sood, and S. G. Kim, “Energy harvesting MEMS device based 
on thin film piezoelectric cantilevers,” Journal of Electroceramics, vol. 17, no. 2–4, pp. 543–548, 
2006.  
9. B. S. Lee, W. J. Wu, W. P. Shih, D. Vasic, and F. Costa, “Power harvesting using piezoelectric 
MEMS generator with interdigital electrodes,” in Proceedings of the IEEE Ultrasonics Symposium 
(IUS '07), pp. 1598–1601, New York, NY, USA, October 2007. 
10. M. Renaud, T. Sternen, A. Schmitz, p. Fiorini, C. van Hoof, and R. Puers, “Piezoelectric harvesters 
and MEMS technology: fabrication, modeling and measurements,” in Proceedings of the IEEE 
Transducers International Conference on Solid-State Sensors, Actuators and Microsystems, pp. 891–
894, September 2007, Lyon, France. 
11. J. Q. Liu, H. B. Fang, Z. Y. Xu et al., “A MEMS-based piezoelectric power generator array for 
vibration energy harvesting,” Microelectronics Journal, vol. 39, no. 5, pp. 802–806, 2008.  
46 
 
12. S. L. Kok, N. M. White, and N. R. Harris, “A free-standing, thick-film piezoelectric energy 
harvester,” inProceedings of the IEEE Sensors Conference (SENSORS '08), pp. 589–592, Lecce, 
Italy, October 2009. 
13. S. J. Jeong, M. S. Kim, J. S. Song, and H. K. Lee, “Two-layered piezoelectric bender device for 
micro-power generator,” Sensors and Actuators A, vol. 148, no. 1, pp. 158–167, 2008. 
14. H. Kim, V. Bedekar, R. A. Islam, W. H. Lee, D. Leo, and S. Priya, “Laser-machined piezoelectric 
cantilevers for mechanical energy harvesting,” IEEE Transactions on Ultrasonics, Ferroelectrics, 
and Frequency Control, vol. 55, no. 9, pp. 1900–1905, 2008.  
15. D. Shen, J. H. Park, J. H. Noh et al., “Micromachined PZT cantilever based on SOI structure for low 
frequency vibration energy harvesting,” Sensors and Actuators A, vol. 154, no. 1, pp. 103–108, 2009. 
16. J. C. Park, D. H. Lee, J. K. Park, Y. S. Chang, and Y. P. Lee, “High performance piezoelectric MEMS 
energy harvester based on d33 mode of PZT thin film on buffer with PbTiO3 inter-layer,” in 
Proceedings of the IEEE Transducers 15th International Conference on Solid-State Sensors, 
Actuators and Microsystems, pp. 517–520, Denver, Colo, USA, June 2009. 
17. R. Elfrink, T. M. Kamel, M. Goedbloed et al., “Vibration energy harvesting with aluminum nitride-
based piezoelectric devices”, Journal of Micromechanics and Microengineering, vol. 19, no. 9, 
Article ID 094005, 2009. 
18. Lei Wang and F G Yuan (2008) „Vibration energy harvesting by magnetostrictive material“ Smart 
Mater. Struct. 17 (2008) 045009 (14pp). 
19. MicroGen Systems, Inc [visited 2015-05-20]. Internet access - 
http://www.microgensystems.co/products.asp  
20. MicroGen Systems, BOLT™ INDUSTRIAL Piezo-MEMS Vibration Energy Harvesting Products 
Overview [visited 2015-05-20]. Internet access - 
http://www.microgensystems.co/content/MicroGen_BOLT-INDUSTRIAL_Jun2013.pdf 
21. MicroStrain®, PVEH Datasheet [visited 2015-05-22]. Internet access - 
http://files.microstrain.com/PVEH_Datasheet_Rev_1.01f.pdf 
22. Midé VoltureTM piezoelectric energy harvesters [visited 2015-05-22]. Internet access - 
http://www.mide.com/products/volture/piezoelectric-vibration-energy-harvesters.php 
23. Midé VoltureTM datasheet [visited 2015-05-22]. Internet access - 
http://www.mide.com/pdfs/Volture_Datasheet_001.pdf 
24. ARVENI piezoelectric mechanical energy harvester [visited 2015-05-27]. Internet access - 
http://www.arveni.fr/en/vibration-eh/vibration 




26. EnOcean electrodynamic mechanical energy harvester [visited 2015-06-03]. Internet access - 
http://www.enocean.com/en/enocean_modules/eco-200-data-sheet-pdf/ 
27. Perpetuum Vibration Energy Harvester (VEH) [visited 2015-06-03]. Internet access - 
http://www.perpetuum.com/products/vibration-energy-harvester.asp 
28. FERRO SOLUTIONS datasheet [visited 2015-06-03]. Internet access - 
http://www.ferrosi.com/files/FS_product_sheet_wint04.pdf 
29. FERRO SOLUTIONS VEH460 [visited 2015-06-03]. Internet access - 
http://www.ferrosi.com/files/VEH460_May09.pdf 
30. S. Dong, J. Zhai, J. Li, D. Viehland, S. Priya. Multimodal system for harvesting magnetic and 
mechanical energy. Appl. Phys. Lett. 93, 2008, 103511. 
31. Yang B, Lee C, Kee W, Lim S; Hybrid energy harvester based on piezoelectric and electromagnetic 
mechanisms. J. Micro/Nanolith. MEMS MOEMS. 0001;9(2):023002-023002-10 
32. Helios Vocca, Igor Neri, Flavio Travasso, Luca Gammaitoni, Kinetic energy harvesting with bistable 
oscillators, Applied Energy, Volume 97, September 2012, Pages 771-776, ISSN 0306-2619 
33. Ostasevicius V.; Gaidys R.; Dauksevicius R.; Mikuckyte S. Study of Vibration Milling for 
Improving Surface Finish of Difficult-to-cut Materials // STROJNISKI VESTNIK-JOURNAL OF 
MECHANICAL ENGINEERING Vol. 59 Iss. 6 p. 351-357 DOI: 10.5545/sv-jme.2012.856   
Published: JUN 2013 
34. V.Ostasevicius et al. Cutting tool vibration energy harvesting for wireless sensors applications. 
SENSORS AND ACTUATORS A-PHYSICAL (2015) Volume: 233, Pages: 310-318 
35. V.Ostasevicius et al. Self-powering wireless devices for cloud manufacturing applications, 
INTERNATIONAL JOURNAL OF ADVANCED MANUFACTURING TECHNOLOGY (2016), 
Volume: 83 (9-12) Pages: 1937-1950 
36. A. Nechibvute, A. Chawanda and P. Luhanga, “Piezoelectric Energy Harvesting Devices: An 
Alternative Energy Source for Wireless Sensors”. Smart Materials Research Volume 2012 (2012), 
Article ID 853481, 13 pages. 
